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This  small  pamphlet  has  been  produced  for  the 
guidance  of  anyone  proposing  to  develop  a  | 
trailer  court,  but  it  is  hoped  that  many  others, 

,  including  local  councils,  may  also  benefit 
from  the  information  and  material  which  it  contains. 

i 

•  » 

The  main  reason  for  this  publication  is  to  help  the  developer, 

but  we  do  not  hide  the  fact  that  we  hope  also  to  see  improved 

trailer  courts  in  the  future.  } 

*  * 

-  .  -  | 

A  study  of  existing  courts  both  in  the  urban  and  rural  areas  ! 

shows  that  many  of  them  fall  deplorably  short  of  even  the  bore 
minimum  standards  which  one  would  expect  to  f.nd  in  this  kind  of! 
development.  The  excuses  put  forth  by  the  proprietors  of  such  courts 
are  varied,  and  in  many  cases  illusory,  even  so,  many  of  them 
real  ze  their  shortcomings,  and  confess  that  if  they  had  given  more 
thought  to  a  few  details  in  the  planning  stage  they  would  have  had 
a  better  court. 
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clear  a  site  and  piece  the  trailers  thereon. 

Well  planned,  attractive  courts  can  become  pleasant  rest- 
dential  areas,  but  in  order  that  this  may  be  accomplished  much 
thought  has  to  be  given  to  all  matters  connected  with  the  actual 
development,  and  olso  to  the  later  problem  of  administration. 
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The  only  Provincial  regulations  affecting  trailer  courts  are  * 
the  Provincial  Board  of  Health  Regulations,  Division  17— Regul¬ 
ations  Governing  Trailer  Coaches  and  Trailer  Coach  Parks,  and 
these  regulations  are  frequently  referred  to  in  the  following  pages', 
however,  the  developer  is  advised  to  check  with  the  Provincial  ‘ 
Board  of  Health  before  commencing  cny' development  in  order  to  ; 
determine  if  these  regulations  have  been  amended  since  this  pam-' 
phlet  v/as  published.  -  » 


The  developer  should  also  ascertain  the  requirements  of  any 
local  authority  before  commencing  development  as  there  may  be  f 
local  by-laws  to  be  considered  in  this  regard.  - 
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The  court  must  be  properly  planned!  It  is  not  sufficient  to  just  $  -4 
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It  Is  probable  that  before  the  Intending  aev- 
..  eloper  reads  this  he  will  have  a  site  In  mind, 
ond  that  he  will  have  checked  with  the  local  :; 
authority  as  to  whether  the  zoning  allows  this  kind  of  development. 
If  th  ere  Is  no  objection  from  council  it  can  be  assumed  that  all 
matters  connected  with  the  welfare  of  the  town  nave  been  con-  :  r.-. 
sidered,  and  that  such  development  is  satisfactory  with  regard  to 
schools,  access  roads,  traffic  generating,  etc.',  and  that  no  problem 
will  be  experienced  in  providing  the  necessary  services  such  as  j 
sewer,  water  and  power.  I 

t 
4 

This  is  the  genera!  pattern,  the  utilization  of  a  site  of  limited 
area  and  location.  This  means  that  the  development  will  have  to  be 
fitted  to  the  site,  and  usually  quite  a  bit  of  juggling  is  necessary 
\  in  order  to  get  the  most  out  of  the  site.  j 

l  :  •  ,  I 

$  It  can  be  readily  understood  that  a  much  better  approach  to  a 

project  such  as  this  would  be  to  design  a  court  Gnd  then  to  decide 
£  upon  a  boundary.  j 

i 

.  •  *  t 

•  • 

^  The  first  step  is  to  inspect  the  site  from  a  topogrcphical  aspect 

to  determine  whether  any  levelling  of  the  ground  is  necessary,  and 

}  also  to  decide  how  the  site  must  be  drained,  this  of  course,  will 

•  j  • 

I  uence  the  design  of  the  court.  j 

•  &  At  the  same  time  a  study  of  the  soil  conditions  is  necessary, 

especially  if  the  surface  will  have  to  be  disturbed,  for  even  though 
good  roads  may  be  built  throughout,  the  court,  the  rerna  nder  of  the 
site  may  become  a  nuisance  if  poor  soil  conditions  prevail,  dust  in 
the  dry  weather  and  mud  in  wet  weather  are  a  nuisance  in  many 
courts.  If  soil  conditions  are  bad  it  is  obviously  easier  to  remedy 
this  before  any  development  takes  place,  especially  if  planting  of 
trees,  flower  beds  or  lawns  is  contemplated.  \ 


% 


Advice  on  soil  conditions  may  be  obtained  from  the  Agricultural 
Soil  and  Feed  Testing  Laboratory,  University  of  Alberta,  Edmonton,  f 
Alberta.  A  soil  testing  service  is  available  for  a  moderate  charge,  ■' 
ond  sampling  boxes  together  with  instructions  are  obtainable  upon,- 
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request. 
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Trailer  courts  may  be  considered  in  three  cate-: 


iiiv-r.  sfucssHr?  o 


t 


goriest- 


a. ..  the  permanent  residential  park. 

b.  . .  The  semi-permanent  court— catering  ! 

i  t  *  V 

•  ...  mainly  to  transient  occupiers.  .  j  v;"-4 

c.  . .  The  temporary  court— usually  established  where  emer¬ 
gency  necessitates  such  ’development.  >!  j 


clJV/ 


£ 
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These  occur  mainly  In  rural  areas,  and  the’ design.  layout,  and 
administration  affecting  these  courts  v/il I  be  different  in  each  case.  | 


Of  the  three  types  the  permanent  residential  park  is  the  easiest 
to  plan  and  maintain  and  when  established  will  give  the  most  satis¬ 
faction— both  to  the  owner  and  tenant.  Such  a  court,  if  properly 
designed  and  constructed,  can  become  an  attractive  residential 
centre,  pleasant  to  reside  in,  and  free  from  the  usual  prejudice 
which  is  often  levelled  at  trailer  courts.  Good  planning  of  such  a 
court  is  of  paramount  importance  and  the  developer  would  do  well 
to  consult  an  expert  In  this  regard  and  place  the  design  in  the  hands 
of  a  qualified  planner.  The  semi-permanent  court  and  the  temporary 
court  will  require  far  more  attention  from  the  maintenance  and  ad- 

•  i 

ministration  point  of  view,  and  these  matters  must  be  well  con-  • 

sidered  beforehand.  ; 

.  i 

The  manner  in  which  the  court  is  to  be  laid  out  will  be  de-  .  . 

•  • 

pendant  on  many  factors.  A  few  of  these  determining  factors  aret- 
size  and  geography  of  site,  access  points,  local  town  by-Iav/s, 
Provincial  Board  of  Health  Regulations  and  perhaps  the  most  im~ 
portant— the  intentions  of  the  developer.  The  intention  of  the 
developer  is  most  important,  for  while  certain  factors  definitely 
impose  conditions  end  standards,  these  are  a  minimum  requirement, 
and  there  is  nothing  to  stop  the  developer  from  exceeding  these  in 
order  to  design  a  better  court.,  i 

The  Health  Regulations  require  that  an  area  of  not  less  than 
1500  square  feet  must  be  apportioned  to  each  trailer,  and  that  the 
minor  dimension,  or  width  of  each  lot  shall  be  at  least  35  feet.  ; 
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This  means  that  the  smallest  trailer  lot  must  be  35  feet  by  43  feet. 

Furthermore,  each  lot  must  abut  or  face  on  a  driveway  of  not  less 

^ 

thab  20  feet  in  width,  of  course  the  driveway  ccn  serve  lots  on  I 
either  side.  See  Figure  2.  A  lot  of  this  size  is  not  large  enough  to  | 
accommodate  a  large  trailer  coach  and  the  developer  would  be  wise  * 
to  consider  this  important  point.  ; 


A  long  trailer  is  not  the  easiest  thing  to  manoeuver,  and  to  . 
back  on  to  a  narrow  lot  from  a  20  foot  driveway  can  be  quite 
difficult — the  solution  is  to  make  the  driveway  wider— see  Figure  3, 
or  to  design  the  court  so  that  trailers  are  placed  diagonally.  See 
Figures  5  and  7. 


t  . 

i 

I 


If  it  is  necessary  to  have  the  lots  laid  out  in  a  rectangular 

fashion,  attention  must  be  given  to  the  junctions  of  the  driveways, 

and  each  corner  should  ne  cut  back  to  permit  easy  turning.  This 

is  illustrated  in  Figure  4,  where  the  lots  are  shown  wider  in  order 

that  a  trailer  maybe  placed  either  perpendicular  to  a  driveway— 

or  at  an  angle.  ^  I 

.  » 

Overcrowding  Is  a  fault  with  many  trailer  courts  today  and 
even  if  minimum  orc'a  requirements  are  complied  with,  there  is  a 
feeling  of  congestion  and  lack  of  space.  Many  owners  have  large 
trucks  in  addition  to  the  family  automobile,  and  when  these  are  i 
parked  on  a  lot  in  addition  to  a  large  trailer  there  is  not  much 
room  left.  A  frequent  complaint  from  tenants  of  trailer  courts  is 
that  they  are  too  close  to  the  next  trailer,  and  that  more  space 
around  the  trailer  is  desirable.  i 

It  has  been  found  that  a  tenant  usually  keeps  a  larger  area 
more  tidy— in  some  courts  the  tenants  have  made  gardens  and  con¬ 
structed  play  areas  for  their  young  children,  and  generally  show  a 
pride  in  these  accomplishments.  V  ri 
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The  Regulations  require  that  at  all  times  a  space  of  at  least 
10  feet  shall  be  provided  between  any  trailer  coach  and  any  other  s 
trailer,  tent  or  building  and  any  property  line  bounding  the  perk.  -J 
This  means  that  a  trailer  must  never  be  any  nearer  than  5  feet  to  . 
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the  lot  line.  This  v/i! I  ensure  that  the  10  foot  spacing  is  maintained 
and  all  the  illustrations  in  this  publication  show  a  minimum  of  5  i 
feet  from  any  part  of  the  trailer  to  tlie  lot  line.  Local  by-laws  must 
be  inspected  for  minimum  distances  between  trailer  cna'  court  j 
boundary  lines,  as  this  distance— referred  to  as  side  yard,  front 
yard/  or  rear  yard,  is  frequently  more  than  10  feet. 


I 


The  diagonal  placing— or  angle  parking— See  Figure  5— is  I  3 

superior  to  the  rectongular  site.  With  this  method  a  20  foot  drive-;  | 
wa y  is  satisfactory,  and  large  trailers  can  be  manoeuvered  with  4 
ease,  there  is  very  little  difference  in  the  area  of  an  angle  parking 
site  as  compared  to  the  normal  rectangular  site,  but  the  advantages 
are  many  and  include  easier  vehicle  manoeuvering— more  unob-  j 
structed  view,  and  the  capacity  for  the  parking  of  longer  trailers/ 
see  Figure  1.  Even  with  this  design  a  wider  driveway  would  be  an| 
Improvement. 

*  i 

It  remains,  then,  with  the  developer  of  the  court  to  do  the 
best  he  can  with  the  available  site.  Some  sites  have  natural  features^ 
such  as  trees,  and  if  some  of  these  can  be  preserved,  and  incor- 
porated  in  the  design  of  the  court,  a  certain  attractiveness  is  |J 

maintained. 


The  various  illustrations  shown  are  based  on  the  need  for  strict 
economy,  and  represent  almost  a  minimum  standard  in  design  and  j 
amenities,  and  it  would  not  be  difficult  to  improve  on  these  designs.* 
The  size  and  location  of  the  site,  the  amount  of  money  to  be  In-  ■ 
vested,  and  the  intentions  of  the  developer  are  three  important  } 
factors  in  designing  a  trailer  court. 
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The  Provincial  Board  of  Heclth  Regulations  require 
1  •  that  wherever  munic  pci  or  public  water  supply  and  ' 
sewer  systems  are  available— or  can  readily  be  made 
available  to  any  trailer  court,  such  trailer  court  shall  be  provided 
with  toilet,  bathing/  and  laundry  facilities.  !. 


* 

The  developer  who  Is  planning  to  develop  c  modern  trailer 
court  will  find  no  fault  with  this  mandatory  requirement,  and  it  , 
will  be  up  to  him  to  decide  upon  the  arrangement  and  provision  [ 
of  these  services.  j 

I 

Most  trailers  today  contain  bathrooms,  and  the  trend  is  to  ! 
prov.de  individual  sewer  and  water  connections  for  each  trailer,  \ 
rather  than  a  central  toilet,  even  so,  a  separate  central  toilet  for 
each  sex  is  necessary  for  two  reasons— as  an  emergency  measure  in  ^ 
the  event  of  failure  in  the  sewer  system  and  also  for  the  benefit  of.  * 
the  trailer  which  does'not  have  a  bathroom.  j  | 

.  II 

The  problem  of  dec  .ding  how  many  trailers  without  bathrooms  £ 
may  be  accommodated  Is  one  for  the  developer  to  solve.  The  erner-  ?. 
gency  bathroom  will  serve  a  purpose  in  this  regard  but  the  Pegu-  !  3 

lotions  require  that  one  water  closet  for  each  sex  shall  be  provided  ; 
for  every  15  persons,  or  ma[or  fraction  thereof,  in  terms  of  trailers, 
based  on  3  occupants  to  each  trailer— this  means  that  one  water  ■  ! 

closet  for  each  sex  must  be  provided  for  every  10  trailers  without  ■  ^ 

bathrooms.  These  must  be  In  separate  buildings,  or  with  separate  ;  h 
rooms  in  the  same  building,  and  each  closet  is  to  be  placed  in  a  jj 
separate  compartment,  separating  It  from  other  water  closets,  | 

urinals,  lavatory  besins,  etc.  Proper  facilities  for  washing  hands  j  | 
must  also  be  provided  in  connection  v/ith  every  room  containing  *  | 

a  wafer  closet  or  urinal,  and  at  least  one  handbasin  must  be  In-  •  J 
stalled  for  every  3  closets  provided.for  each  sex.  j  I 

1  ^ 

Shower  bath  accommodation  must  be  provided  in  separate  rooms  J 
or  buildings  for  ecch  sex,  consisting  of  ct  lecst  one  shower  head  •  J 
end  stall  for  every  20  persons  or  fractions  thereof.  This  is  to  be 
based  on  the  total  number  of  occupants  in  the  court  end  may  be  i 
calculated  as  a  shov/er  hoed  end  stall  for  every  7  trailers  whether; 
they  have  bathrooms  or  not.-*  *  j 
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A  laundry  room  must  clso  be  provided,  equipped  with  sufficient 
laundry  treys,  or  automatic  washing  machines,  and  furnished  with 
an  adequate  supply  of  hot  and  cold  running  waver.  No  laundry  ' 
equipment  can  be  located  in  the  toilet  or  shower  rooms.  ! 

.  .  r  | 

The  question  of  v/hat  to  supply  in  the  v/ay  of  laundry  equip-  j 

ment  may  best  be  decided  by  the  developer  after  comparison  of  j  £ 
existing  satisfactory  trailer  courts,  but  if  we  consider  thef  the  most  ^ 
convenient  periods  for  attending  to  laundry  chores  are  from  9:00  •  . 
a.m.  to  12  Noon  and  from  2:00  p.m.  to  5:00  p.rn.,  a  total  of  6 
hours  per  day,  and  that  the  average  housewife  can  complete  this 
task  within  2  hours,  it  appears  that  3  housewives  can  complete 
laundry  chores  per  day— -or  15  per  week  if  we  do  not  include 
Saturday  and  Sunday.  If  each  tenant  is  alloted  a  specific  period  per  | 
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v/eek  to  attend  to  laundry  chores,  one  washing  machine  for  every;  J' 

15  trailers  should  prove  satisfactory.  •  j  § 

'  \  J  \ 

The  provision  of  a  drying  room,  or  a  modem  automatic  drying  ^  -2 

machine,  is  recommended  so  that  outside  washlines  are  not  required.  -3 

*  *  -j 


;  .  Toilet,  bathing  and  laundry  facilities  must  be  located  in  a 
well-constructed  building  or  buildings  having  good  natural  ana/or 
artificial  lighting,  adequete  ventilation,  and  sound,  well-drained 
floors,  preferably  finished  in  tile  laid  in  cement.  All  such  buildings 
shall  have  curbings  of  impervious  material,  extending  at  least  6  [ 
inches  above  the  floors.  j 

! 

The  Regulations  state  that  the  distance  from  any  trader  to  the 
toilet  and  bathing  facilities  must  not  exceed  300  feet.  This  irn-  ! 
portant  stipulation  must  be  taken  into  consideration  when  the  court 
is  being  designed  end  it  may  be  found  necesscry  to  include  walk-' 
ways  between  the  lots  in  order  to  comply  with  this  requirement.  ! 
(See  Fig.  7). 


H 

>A 

4 

5 


4 

■it 

u 

w* 


6 

-2 

-3 

-7 

4 


1  '2 
I  5 

3  -4 


& 


The  arrangement  of  the  sewer  and  water  lines  will  probably  .* 
affect  the  design  of  the  court  also,  end  the  prospective  developer1 
must  not  overlook  this.  The  size  of  the  sower  and  water  pipes,  the 
amount  of  water  required,  measures  to  be  taken  to  avoid  freeze-  ! 
up  in  winter,,  etc.,  are  all  important  factors  to  consider,  and  it  is 
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recommended  that  the  services  of  a  qualified  engineer  be  obtained 
before  any  action  is  taken  in  these  matters.  A  few  dollars  spent  for  , 
advice  during  the  planning  stage  is  a  v/ise  investment,  and  may  save 
considerable  expense  at  a  later  date.  j  \ 
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If  there  ere  to  be  trailers  without  bathrooms  on  the  court,  some 
system  of  taking  care  of  water  carried  v/cstes  and  slop  water  must 
be  provided,  ana1  with  modern  power  cppliances  now  available,  the 
prospective  developer  could  do  no  better  then  to  install  a  lerge 
double  sink  with  an  automatic  garbage  disposal  unit  for  the  benefit 
of  these  tenants.  Other  methods  of  disposal  will  have  to  be  approved^' 
by  the  provincial  plumbing  inspector.  Whatever  method  is  finally  ■  f 
adopted,  it  should  not  be  forgotten  that  the  housewife  v/ill  have  | 
to  carry  this  water  to  the  place  of  dispose!  —  therefore  this  distance  £ 
should  be  as  short  as  possible.  .  j  $ 

| 

/  :  $ 

The  provision  of  electrical  service  will  not  present  much  of  a.  $ 

problem,  and  the  developer  v/ill  find  that  the  local  power  utility  1 
company  will  gladly  supply  any  information  upon  request.  ?  ^ 

-  j 

All  cables  which  supply  the  trailers  should  be  placed  under-  .• 
ground,  ond  the  receptccle  into  which  the  tenant  plugs  his  electrical 
cord  should  be  placed  upon  a  post  upon  which  a  meter  rnay  also  be  ^ 
mounted.  The  post  should  be  high  enough  to  ensure  that  the  electfi-V^ 
cal  connect  ons  ere  not  v/Ithin  the  reach  of  children,  and  that  the  £ 
cord  from  the  post  to  trailer  does  not  drag  on  the  ground.  •  J 
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Most  power  companies  v/ill  provide  a  separate  metered  service  \ 
to  each  trailer  lot,  but  it  is  usually  the  policy  to  bill  the  proprietor  :•! 
of  the  court  for  the  whole  amount,  this  means  that  the  proprietor  •  .4 

must  collect  from  the  individual  tenant  in  the  amount  registered  00  j 
the  various  meters.  ! 
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The  pov/er  companies  usually  do  not  object  to  their  inspectors. 
reading  the  meters,  end  v/ill  provide  this  extra  service  to  the  pro-  J 
prietor,  but  the  proprietor  is  held  responsible  for  payment  for  all  .  J 
power  consumed.  This  is  the  only  prccticGl  method  of  supplying  - 
pov/er,  end  provides  that  the  amount  of  electricity  consumed  in  a  •;* 
trailer  is  under  the  direct  control  of  rhe  trciler  owner  or  occupcnt. 
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Mcny  of  the  modern  trailers  ere  cl!  electric,  even  being  heated  j 
in  this  manner,  and  often  consume  as  much  electricity  per  month  • 
cs  does  a  house. 
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Street  light  will  have  to  be  provided  and  here  again  the  power  m 
companies  will  provide  all  the  information  necessary,  and  will  be 
pleased  to  assist  and  give  advice  on  this  subject.  They  should  be  . 
cpproachod  in  this  regard  as  soon  cs  the  tentative  layout  plan  is  ; 
ready,  so  that  they  may  design  the  power  distribution  system  ac~  \ 
cordingly,  and  advise  as  to  whether  the  court  layout  is  satisfactory 
to  their  requirements  or  not.  Sometimes  the  layout  has  to  be  cltered 
in  order  that  power  poles  may  be  more  conveniently  placed. 
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If  the  trcller  court  Is.  of  a  temporary  character,  or  located 
where  a  municipal  of  public  sewer  and  water  system  is  not  avail¬ 
able,  the  problem  of  supplying  adequate  and  satisfactory  services’ 
is  more  difficult.  '  } 


The  Regulations  do  not  Insist  on  a  laundry,  or  a  shower  room  ( 
in  these  circumstances,  but  the  v/ater  supply  is  subject  to  very  ; 
stringent  inspection  end  the  source,  method  of  transmission,  and  j 
storage  of  water  must  be  approved  by  the  local  board  of  health.  I 
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When  outside  closets  are  provided,  they  must  be  constructed^ 
to  comply  with  Provincial  Board  of  Health  Regulations,  see  Figure 
3,  and  must  be  entirely  separate  for  each  sex.  [ 
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Outside  closets  for  both  sexes  within  the  seme  building,  or  the  TjJ  -5 
use  of  a  common  pit  is  definitely  not  allowed,  and  will  be  con-  \  |  4 

sidered  a  violation  of  the  Regulations.  •  |  | 


The  closets  must  be  adequately  signed,  and  the  disfcnce  from, 
the  closets  to  any  trailer  must  not  exceed  300  feet,  and  must  not  j 
be  less  than  50  feet.  £ 


The  disposal  of  water  ccrrled  v/astes  is  also  a  problem  to  be 
overcome,  and  the  most  satisfactory  method  is  by  means  of  a 
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leeching  cesspool.  A  leeching  cesspool  is  simply  a  hole  in  the  'Jj 

ground  into  which  water  is  poured  to  he  absorbed  by  the  surrounding  | 
earth.  Such  a  cesspool,  however,  must  be  approved  by  the  Provincial* 

Board  of  Health  before  it  may  be  put  to  use.  See  Figures,*?  end  JO. 
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•If  the  camp  is  to  be  occupied  for  a  considerable  length  cf  tim< 
a  grecse  trap  should  also  be  constructed, —this  must  be  cleaned  ■ 
frequently,  otherwise  grease  and  oil  may  interfere  with  the  ab¬ 
sorption  by  clogging  the  pores  of  the  soil  in  the  pit— see  Figure  VT.I3  ^ 
A  word  of  warning  here  however!  The  suitability  of  the  soil  must  J 
be  determined  before  the  cesspool  is  built,  it  is  no  use. to  pour  v/ater  . 
into  a  pit  which  won't  absorb  it,  and  the  following  test  should  be  ;  S 
carried  out.  ’  .  I  t 
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Excavate  a  test  pit  at  the  site  for  the  cesspool  to  a  depth  of  5 
feet  below  grade,  end  make  this  large  enough  to  work  In  conven-; 
ienfly.  At  the  bottom  of  this  pit  carefully  excavate  a  smaller  pit  .. 


12  inches  square  ana*  18  inches  deep. 
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Pour  water  Into  this  small  pit  as  quickly  as  possible  to  a  depth  -3 

of  6  inches  (approximately  3  3/4  gallons)  and  note  the  time  that  5  3 

it  takes  for  this  water  to  be  completely  absorbed.  * 

‘  \ 

For  the  cesspool  to  be  effective  the  v/ater  should  be  completely  'j\  -7 

absorbed  within  2  1/2  hours.  If  it  takes  longer  than  this,  the  ground  J  -7 
is  not  suitable  for  a  cesspool  end  the  developer  should  lock  else-  i  *  1 

where.  *  ; 


If  the  v/ater  disappears  within  30  minutes,  the  ebsorption  is 
good  and  the  cesspool  will  work  satisfactorily. 


The  size  of  the  pit  v/ill  depend  on  the  absorption  rate,  and 
where  this  Is  good  a  pit  6  feet  square  and  6  feet  deep  v/ill  adequately 
serve  25  trailers.  .  I  .% 

I  I 

If  the  absorption  rate  Is  slow,  this  pit  should  be  7  feet  square  .  £ 

and  6  feet  deep.  \  ^ 
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A  larger  pit  then  this  is  not  recommended  and  if  more  trailers 
ore  to  be  accommodated,  a  second  pit  should  be  constructed. 

If  the  cesspool  is  constructed,  maintained,  and  serviced  pro¬ 
perly  *t  should  not  constitute  cay  more  of  a  nuisance  than  a  privy, 
and ‘consequently  the  regulations  regarding  siting  should  be  the 
same— a  point  to  consider,  hov/ever,  is  that  the  slop  v/ater  has  to 
be  carried  from  trailer  to  disposal  pit,  and  because  of  this,  the 
distance  should  be  kept  reasonably  short. 


If  the  absorption  test 


it  indicates  that  a  cesspit  would  not  work  . 
scitifactorily,  the  developer  will  have  to  investigate  other  methods 
of  disposal,  and  should  cpproach  the  local  Board  of  Health  for 


advice  on  this  matter. 
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The  driveways  In  the  temporary  camp  should  be  well  drained 
and  given  a  good  gravel  base,  and  culverts  should  be  installed 
v/here  driveway  crosses  a  drainage  ditch. 
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_ _  Vmdhn^  If  the  developer  desires  to  develop 

the  camp  to  a  high  standard  there 
is  much  he  can  do  over  and  above  the  necessary  requirements.  It 
‘is  realized  that  the  prime  purpose  of  a  trailer  court  is  to  provide 
income  to  the  owner  but  at  the  same  time  it  woul  d  be  nice  to  think 
that  the  owner  wili  entertain  a  pride  in  his  court.  It  can  safely  be  * 
said  that  the  two  are  re!cted/  because  a  well  designed,  properly 
administrated  court  will  prove  to  be  the  most  economical.  If  the 
court  is  to  be  for  permanent  residents,  the  owner  v/i ! I  be  able  to 
estabbsh  certain  standards,  and  thus  guarantee  respectable  and 
reliable  tenants,  many  tenants  of  frailer  courts  have  indicated  that 
they  would  not  object  to  higher  rental,  provided  that  the  amenities  j 
were  better,  and  if  can  be  assumed  that  satisfied  tenants  v/i 1 1  cause  7 
less  trouble  to  the  proprietor  in  every  respect. 
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,  It  might  be  cs  well  to  itemize  a  few  exfres— some  of  which  are  ^ 
often  overlooked  by  developers.  j 
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DRIVEWAYS  | 

The  width  of  a  driveway  Is  Important  and  should  be  cs  wide  as  -4 

possible.  The  Regulations  stipulate  20  feet,  but  this  is  a  minimum, 
and  a  width  of  25  feet  is  more  desirable.  AM  driveways,  too,  should  ^ 
be  nerd-surfaced.  Dust  and  mud  have  been  mentioned  earlier,  and  > 
should  be  guarded  egainst  whatever  the  cost,  asphalt  finish  or  8 

concrete  driveways  ere  the  best.  Attention  should  be  paid  to  all  .  :•  2 

junctions,  where  the  corners  should  be  designed  with  a  cut-off,  or  |  -4 
radius  in  order  to  facilitate  ecsy  mcnoeuvering  of  vehicles  and  .j  6 
also  to  prevent  the  corner  lots  being  over-run  and  churned  up.  • 
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WALKWAYS  '  I 

The  court  should  be  designed  to  allow  easy  walking  egress  to 
all  points.  These  walkways  should  clso  be  hcrdsurfcced,  end  at 
least  five  feet  in  width  so  that  persons  may  pcss  easily  and  be  able 
to  manipulate  baby  buggies  etc.  '  ‘ 

*  i 

_  i 

TRAILER  AREA  MARKING  '  .  j 

’  The  individual  lot  sheuld  be  well  determined— either  by  c 
small  concrete  curb,  or  byjow  picket  fencing.  This  produces  a  ’ 
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feeling  of  privacy  in  the  tenant,  and  a  tenant  will  do  much  to 
maintain  this  private  area  In  good  condition. 
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PARKING  APRONS  *  I 

Level  concrete  slabs  should  be  constructed  for  the  trailers  to 
stand  on.  I  he  service  connections  should  be  Incorporated  in  this  ‘ 
slab  in  a  small  well  which  is  provided  with  a  lid  in  order  that  the  ; 
well  may  be  closed  end  secured  safely  when  the  slab  is  not  in  use.. 
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ENCLOSURE  QF  THE  COURT  *  j 

'the  court  should  be  well  fenced,  so  that  access  is  only  by  • 
means  of  the  proper  entrances.  The  design  of  the  fence  should  be  : 
such  that  it  is  unci  unable  by  children,  and  also  to  serve  as  a  barrier 
to  dogs. 

CHILDREN'S  PLAY  AREA  .  .  . 

In  all  courts  a  play  area  should  be  provided  for  the  younger  ’ 
children.  This  should  be  a  large  grassed  area  which  again  should  : 
be  fenced.  Due  to  the  limited  space  available  to  the  tenant,  tills  : 
play  area  constitutes  an  amenity  which  will  be  fully  appreciated.  ; 
Playground  equipment,  if  installed,  should  be  for  children  up  to  . 
the  age  of  11  yeers,  sea-saws,  swings  and  slides,  together  with  a  : 
sand  pit,  will  improve  the  play  area  but  are  not  essential.  Children 
v/ill  find  their  own  means  of  amusement  if  the  space  is  provided,  • 
v/hil  e  the  mothers  v/ill  truly  appreciate  the  use  of  an  area  v/here 
young  children  may  be  placed  with  safety. 

ADDITIONAL  AUTOMOBILE  PARKING 

Extra  parking  area  should  be  provided  if  at  all  possible.  This  . 
is  a  boon  to  tenants  who  have  more  than  one  automobile,  and  serves  $ 

i  ft 

to  keep  the  driveways  clear  and  unobstructed. 
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Tenants  with  heavy  vehicles  such  as  trucks,  should  be  bound  ■  | 
by  the  court's  regulations  to  park  these  vehicles  in  this  area.  El-  ;  3 
ectrica!  power  points  for  block  heaters  should  be  installed  and  a  car 
wash  area  with  water  supply  should  be  provided. 
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When  tho  development  of  the  trailer 
court  is  complete  and  occupied  it  is  the 
responsibility  of  tho  owner  to  maintain 
tne  court,  its  facilities  end  equipment  in  a  eleen  orderly  and  sani¬ 
tary  condition.  The  individual  tenant  will  not  bo.  held  resoonsible 

*  i 

for  any  nuisance,  in  the  form  of  uncontrolled  garbage  or  untidy  f 
litter  around  his  trailer,  etc.,  and  it  is  no  use  for  the  management 
to  complain  that  the  tenents  are  dirty,  untidy  or  non  co-operative, 
if  this  condition  exists  it  is  the  duty  of  the  management  to  bring 
such  action  as  is  necessary  to  eject  undesirable 
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Proper  maintenance  Is  very  important  and  the  Regulations  stip¬ 
ulate  that  every  trailer  court  shall  have  ct  least  one  competent  : 
attendant  or  caretaker  whose  duty  it  shall  be  to  maintain  the  trailer 

»  *  j 

court,  its  facilities  end  ec4ulpment  in  good  repair  end  appearcnce, 
end  in  a  clean,  orderly  and  sanitary  condition.  ■ 


All  landscaping  should  receive  constant  attention.  Any  lawns 
or  grass  plots  should  be  cut  regularly,  flower  beds  should  be  main¬ 
tained  in  a  clean  condition,  end  all  weeds  removed.  Trees  need  : 
protection,  and  one  of  Ins  court  regulations  should  be  to  prohibit: 
the  climbing  of  trees  by  children.  No  radio  aerials  should  be  al-  . 


lowed  upon  trees. 
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Unoccupied  sites  should  be  regulcrly  inspected  ana*  maintained  | 
in  c  clean  condition,  special  attention  being  given  to  the  service  A 
outlet,  which  should  be  underground,  and  kept  locked  as  a  pro¬ 
tection  against  mischief  and  damage.  ! 

w  v  ; 
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Driveways  and  walkways  must  be  maintained  in  good  condition 
and  kept  free  from  weeds,  and  all  gences  should  be  kept  in  good  • 
repair  end  receive  regular  coats  of  paint.  | 
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Good  mclntc-nonce  end  careful  administration  will  do  much  to 
create  a  popular  and  plecscnt  court,  end  it  is  obviously  far  better 
for  the  owner  to  have  well  satisfied  tenents  in  his  court  than  to  [ 
have  those  who  ere  constantly  complaining.  [ 
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DIAGONAL  LAYOUT 


This  illustrates  the  superiority  of  the  diagonal 
layout  over  the  rectangular  layout. 

It  can  readily  be  seen  that  there  is  far  more 
unobstructed  view  and  easier  vehicle 
maneuverability  with  the  diagonal  layout. 


Fig.  1 


MINIMUM  AREA  DESIGN 
This  design  complies  with  the  Provincial 
Board  of  Health  Regulations  for  minimum 
lot  size  and  road  width. 


Fig.  2 


MODIFICATION  OF  FIG.  2 
Th  Is  design  provides  extra  width  of  lot  and 
it  Is  possible  to  place  trailers  diagonally 
if  required.  The  diagram  maintains  a  clear¬ 
ance  of  5  feet  from  edges  of  site  In  all 
directions  and  15  feet  between  trailers. 


Fig.  3 


%Z.  i 


MODIFICATION  TO  DESIGN  ILLUSTRATED  IN  FIG.  3 

0 

Th  Is  shows  how  the  design  can  be  Improved  by 
the  provision  of  a  walkway  through  the  centre. 


Fig.  4 


DIAGONAL  PLACING 


Provides  maximum  spacing  ancf 
unobstructed  view  on  entrance 
side  of  frailer. 


HERRINGBONE  DESIGN 
This  Is  a  popular  design  but  in  orc.er 
to  provide  maximum  space  of  door 


openings  the  trailers  clong  one  side 
of  court  must  be  smaller. 

Fig*  6 


ADDITIONAL  PARKING  AREA 


A  practical  ano’  economical  lay-out 
providing  accommodation  for  trailers 
up  to  50  feet  in  length. 

Maneuverability  is  good  end  the 

v/a!!<v/ays  provide  convenient  access  to 

toilets,  laundry  and  play. area.  ,  . 
Additional  parking  area  is  a  use.ul  feature 
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Figure  9 


NOTE  -  To  get  a  good  Impervious  vault,  concrete 
should  be  mixed  in  the  proportion  of  1  cu.  ft. 
cement  to  2  cu.  ft.  clean  sand  to  4  cu.  ft.  clean 
rock.  Do  not  make  a  "sloppy"  mix  by  adding  too 
much  v/ater.  Pour  all  of  the  vault  at  one  time 
tamping  well.  Plaster  Inside  face  of  vault  with 
"Pudlo"  cement  mortar  following  removal  of 
forms. 
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